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/19Hengli Hydraulics

407

07

01

Series 08 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC08-2

VC��-�

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

**

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
-- Features of variation‘ A’ are only required if noted on a 
    specific product catalog page.

   ∅30.18 (Spotface)×0.79 (Deep)
   &∅12.75/12.70×29.36（Deep）
   &∅17.52/17.42×19.05（Deep）
&&3/4-16UNF-2B×12.7（Deep）

∅20.65±0.05

*
#

*
*

15°±1°

1.
6

1.6

R0.15~R0.25

R0.7 Max

∅8.7 Max

14
.6

81

45°

29°
R1.57

1.6

1.
6

29°

∅11.12 Max
For orifice disc.

Note:  Cavity variation‘ A’,    
pilot drill ∅11.91 Min. , required to 
Min. depth of 33.53 from spotface.

**

&
A

B
2.

54
+0

.3
8

0

Series 08 Cartridge Cavities
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408

07

02

Series 08 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC08-3

15°±1°

1.
6

∅20.65±0.05&

2.
54

+0
.3

8
0

1.6

R0.15~R0.25

R1.57

1.6

1.
6

1.
6

29°

45°

∅5.9 Max

   ∅30.18 (Spotface)×0.79 (Deep)
   &∅14.32/14.27×43.26 (Deep)
   &∅15.92/15.87×32.26 (Deep)
   &∅17.52/17.42×18.24 (Deep)
&&3/4-16UNF-2B×12.7 (Deep)

*
#

*
*
*

B

14
.6

81

28
.9

81

∅12.7 Max

A

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022

& -- && --

#

**

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
-- Features of variation‘ A’ are only required if noted on a 
    specific product catalog page.

For orifice disc.

Note:  Cavity variation‘ A’,    
pilot drill ∅12.7 Min. , required to 
Min. depth of 45.97from spotface.

**

（Pitch Dia.）

Series 08 Cartridge Cavities
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409

07

03

Series 08 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC08-4

   ∅30.18 (Spotface)×0.79 (Deep)
   &∅12.75/12.70×56.13 (Deep)
   &∅14.32/14.27×46.48 (Deep)
   &∅15.92/15.87×32.26 (Deep)
   &∅17.52/17.42×18.24 (Deep)
&&3/4-16UNF-2B×12.7 (Deep)

*
#

**

*
*

& ∅20.65±0.05 15°±1°

B

1.
6

1.6

R0.15~R0.25

R1.57

2.
54

+0
.3

8
0

45°

29°

1.
6

1.
6

1.
6

14
.6

81

28
.9

81

43
.1

8

∅5.9 Max

∅11.12 Max

A

1.6

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022

& -- && --

#

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.

For orifice disc.

（Pitch Dia.）

Series 08 Cartridge Cavities
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410

07

Series 08 Cartridge Cavities04

Series 08 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC08-5
  ∅ 30.18 (Spotface)×0.79 (Deep)
   &∅11.15/11.10×70.36 (Deep)
   &∅12.75/12.70×60.71 (Deep)
   &∅14.32/14.27×46.48 (Deep)
   &∅15.92/15.87×32.26 (Deep)
   &∅17.52/17.42×18.24 (Deep)
&&3/4-16UNF-2B×12.7 (Deep)

*
#

**

* * B
*

A

& ∅20.65±0.05 15°±1°

1.
6

1.62.
54

+0
.3

8
0

R0.15~R0.25

R1.57

1.6

45°

29°

1.
6

1.
6

1.
6

1.
6 ∅5.9 Max

∅9.525 Max

14
.6

81

28
.9

81

43
.1

8

57
.4

04

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022

& -- && --

#

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.

（Pitch Dia.）
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411

07

Series 10 Cartridge Cavities 05

Series 10 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC10-2

∅24±0.05 15°±1°

1.
6

1.6

R0.15~R0.25

∅10.3 Max

18
.2

6345°

R1.57
1.6

1.
6

∅14.27 Max

&

   ∅30.18 (Spotface)×0.79 (Deep)
   &∅15.93/15.88×33.32 (Deep)
   &∅20.67/20.57×23.67 (Deep)
&&7/8-14UNF-2B×15.88 (Deep)

*
#

*
* B

2.
54

+0
.3

8
0

For orifice disc.

Note:  Cavity variation‘ A’,    
pilot drill ∅14.27 Min. , required to 
Min. depth of 38.1 from spotface.

**

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

**

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
-- Features of variation‘ A’ are only required if noted on a 
    specific product catalog page.

A
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412

07

Series 10 Cartridge Cavities06

Series 10 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC10-3

2.
54

+0
.3

8
0

1.6

R0.15~R0.25

R1.57

1.
6

29°

45°

∅6.75 Max

   ∅30.18 (Spotface)×0.79 (Deep)
   &∅15.93/15.88×47.63 (Deep)
   &∅17.53/17.48×38.1 (Deep)
   &∅20.67/20.57×21.84 (Deep)
&&7/8-14UNF-2B×15.88 (Deep)

*
#

**
*

B

∅14.27 Max
For orifice disc.

A

∅24±0.05& 15°±1°

1.
6

1.
6

1.6

18
.2

63

33
.7

82

Note:  Cavity variation‘ A’,    
pilot drill ∅14.27 Min. , required to 
Min. depth of 38.1 from spotface.

**
Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

**

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
-- Features of variation‘ A’ are only required if noted on a 
    specific product catalog page.
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413

07

Series 10 Cartridge Cavities 07

Series 10 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC10-S3

A

   ∅30.2 (Spotface)×0.79 (Deep)
   &∅17.53/17.48×47.6 (Deep)
   &∅19.1/19.05×38.5 (Deep)
   &∅20.67/20.57×16.5 (Deep)
&&7/8-14UNF-2B×14.3 (Deep)

*
#

**
*

B

∅24±0.05& 15°±1°

1.
6

13
.4

75

30
.1

63R0.15~R0.25

R1.57

1.6

1.6

1.
6

1.
6

29°

45°

∅3.17 Max

∅13.48 Max

∅15.87 Max
For orifice disc.

Note:  Cavity variation‘ A’,    
pilot drill ∅15.87 Min. , required to 
Min. depth of 52.32 from spotface.

**

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

**

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
-- Features of variation‘ A’ are only required if noted on a 
    specific product catalog page.

2.
54

+0
.3

8
0
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414

07

08 Series 10 Cartridge Cavities

Series 10 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC10-4
   ∅30.18 (Spotface)×0.79 (Deep)
   &∅15.93/15.88×63.5 (Deep)
   &∅17.53/17.48×53.975 (Deep)
   &∅19.1/19.05×38.1 (Deep)
   &∅20.67/20.57×22.098 (Deep)
&&7/8-14UNF-2B×15.88 (Deep)

*
#

**

* B*

A

&
∅24±0.05 15°±1°

1.
6

1.62.
54

+0
.3

8
0

R0.15~R0.25

R1.57

1.6

45°

29°

1.
6

1.
6

1.
6

∅14.27 Max
For orifice disc.

∅6.75 Max

18
.2

63

33
.7

82

49
.7

84

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

**

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
-- Features of variation‘ A’ are only required if noted on a 
    specific product catalog page.
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415

07

09Series 10 Cartridge Cavities

Series 10 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC10-5
   30.175 (Spotface)×0.787 (Deep)
   &14.325/14.275×79.375 (Deep)
   &15.925/15.875×69.85 (Deep)
   &17.525/17.475×53.975 (Deep)
   &19.1/19.05×38.1 (Deep)
   &20.675/20.625×22.098 (Deep)
&&7/8-14UNF-2B×15.88 (Deep)

*
#

*
*

* B*
*

∅24±0.05& 15°±1°

1.
6

1.62.
54

+0
.3

8
0

A

R0.1~R0.2

R1.57
1.6

45°

1.
6

1.
6

1.
6

1.
6

29°
∅6.75 Max

49
.7

84

18
.2

63

33
.7

82

65
.7

86

∅12.7 Max
For orifice disc.

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
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416

07

Series 12 Cartridge Cavities10

Series 12 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC12-2

   ∅38（Spotface）×0.79（Deep）
   &∅22.28/22.23×48.77（Deep）
   &∅24.85/24.69×35.56（Deep）
&&1-1/16-12 UN-2B×20.6（Deep）

*
#

*
* B

∅29.2±0.05&
15°±1°

1.
6

3.2

3.
3

+0
.3

8
0

R0.1~R0.3

45°

R0.7 Max

29°

29°

A

26
.1

6±
0.

3

1.
6

1.6
R1.57

∅17.5 Max

∅20.36 Max
∅19.83 Max

For orifice disc.

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

**

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
-- Features of variation‘A’and‘B’are only required if noted on a 
    specific product catalog page.

Note:  Cavity variation‘ A’,    
pilot drill ∅19.05 Min. , required to 
Min. depth of 54.4 from spotface.

** Note:  Cavity variation‘ B’,    
pilot drill ∅20.62 Min. , required to 
Min. depth of 62.73 from spotface.

**
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417

07

Series 12 Cartridge Cavities 11

Series 12 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC12-3

∅29.2±0.05 15°±1°

1.
6

3.2

R0.1~R0.3

∅20.36 Max

28
.4

5±
0.

345°

R1.57

1.6 1.
6

∅19.83 Max
For orifice disc.

&

   ∅38 (Spotface)×0.79 (Deep)
   &∅22.28/22.23×73.41 (Deep)
   &∅23.86/23.8×60.2 (Deep)
   &∅24.85/24.69×35.56 (Deep)
&&1-1/16-12 UN-2B×20.6 (Deep)

*
#

**
*

B

3.
3

+0
.3

8
0

A

∅12.7 Max

53
.0

9±
0.

3

29°

1.
6

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

**

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
-- Features of variation‘ A’ are only required if noted on a 
    specific product catalog page.
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418

07

Series 12 Cartridge Cavities12

Series 12 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC12-S3

A

15°±1°

1.
6

   ∅38 (Spotface)×0.79 (Deep)
   &∅21.04/21.1×62.13 (Deep)
   &∅23.03/23×51.21 (Deep)
   &∅24.85/24.69×26.57 (Deep)
&&1-1/16-12 UN-2B×20.6 (Deep)

*
#

**
*

B

∅29.2±0.05&

3.2

3.
3

+0
.3

8
0

R0.1~R0.3

R1.57

1.6

∅20.21 Max

1.
6

1.
6

∅13 Max

∅4.5 Max

29°

23
.7

5±
0.

3

43
.9

9±
0.

3

45°

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

**

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
-- Features of variation‘ A’ are only required if noted on a 
    specific product catalog page.



/19Hengli Hydraulics

419

07

Series 12 Cartridge Cavities 13

Series 12 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC12-4    ∅38 (Spotface)×0.79 (Deep)
   &∅20.67/20.63×98.04 (Deep)
   &∅22.28/22.24×84.58 (Deep)
   &∅23.86/23.8×60.2 (Deep)
   &∅24.85/24.69×35.56 (Deep)
&&1-1/16-12 UN-2B×20.6 (Deep)

*
#

**

* B*

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

**

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
-- Features of variation‘ A’ are only required if noted on a 
    specific product catalog page.

For orifice disc. Note:  Cavity variation‘ A’,    
pilot drill ∅15.87 Min. **

A

& ∅29.2±0.05 15°±1°

1.
6

3.2

45°

29°

1.
6

1.
6

1.
6

∅18.23 Max

∅12.7 Max

3.
3+0

.3
8

0

R0.1~R0.3

R1.57
1.6

28
.4

5±
0.

3

53
.0

9±
0.

3

77
.7

2±
0.

3

∅19 Max
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420

07

Series 16 Cartridge Cavities14

Series 16 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC16-2

∅35.6±0.05 15°±1°

1.
6

3.2

R0.1~R0.3

∅25.4 Max

24
.6

1±
0.

345°

R1.57
1.6

∅19 Max

&

   ∅44.5 (Spotface)×0.79 (Deep)
   &∅28.65/28.6×46.84 (Deep)
   &∅31.39/31.29×34.14 (Deep)
&&1-5/16-12 UN-2B×19 (Deep)

#

**
*

B

3.
3

+0
.3

8
0

∅19 Max

29° 1.
6

For orifice disc.

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.

A
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421

07

15Series 16 Cartridge Cavities

Series 16 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC16-3
   ∅44.5 (Spotface)×0.79 (Deep)
   &∅27.05/27×75.34 (Deep)
   &∅28.65/28.6×62.71 (Deep)
   &∅31.39/31.29×34.14 (Deep)
&&1-5/16-12 UN-2B×19 (Deep)

#

**
*

B

*

∅35.6±0.05&

3.2

3.
3

+0
.3

8
0

R0.1~R0.3

29°

1.6

R1.57

∅19 Max

1.
6

1.
6

∅15.9 Max

24
.6

1±
0.

3

53
.1

9±
0.

3

A

15°±1°

1.
6

45°

For orifice disc.

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
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07

16 Series 16 Cartridge Cavities

Series 16 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC16-4    ∅44.5 (Spotface)×0.79 (Deep)
   &∅25.48/25.43×103.99 (Deep)
   &∅27.05/27×91.29 (Deep)
   &∅28.65/28.6×62.71 (Deep)
   &∅31.39/31.29×34.14 (Deep)
&&1-5/16-12 UN-2B×19 (Deep)

*
#

**

* B*

∅35.6±0.05& 15°±1°

1.
6

3.2

3.
3

+0
.3

8
0

R0.1~R0.3

1.6

R1.57

29°

∅15.9 Max

∅19 Max

1.
6

1.
6

1.
6

A

24
.6

1±
0.

3

53
.1

9±
0.

3

81
.7

6±
0.

3

45°

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.

*

0.025 A
0.05 B

0.025 A
0.022（Pitch Dia.）

& -- && --

#

-- Depths are from datum A.

-- Unless otherwise specified on machining drawing.
    Unspecified tolerances are ±0.127.
    Unspecified angular dimensions ±3°.
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07

Series 22 Cartridge Cavities 17

Series 22 Cartridge Cavities                                                         (	Dimensions	in	mm	)		

VC-22M-4

3.2

R0.1~R0.3

20°

B

73
+0

.5 0

B

∅6.8 Max

1.
6

A

∅14.5 +0.3
0

64
±

0.
2 48

.5
±

0.
2 33

±
0.

2 18
±

0.
2

2.
4+0

.4 0

∅19.05+0.05
0

∅0.05

∅17.7 +0.05
0

∅0.05 B

∅15 +0.05
0

∅16.35+0.05
0

∅0.05 B

∅0.05 B

20°

20°

20°

R1

R1

R1

R1

45°

1.
6

1.
6

1.
6

140°

∅18.7 +0.1
0

∅17.4 +0.1
0

∅16 +0.1
0

∅23.8 +0.1
0

30°±1°

∅32±0.3

0.03
0.02

0.01

0.1

B
1.6

14
±

0.
5

26
.5

 m
in

27
.9

±
0.

2
42

 m
in

43
.3

±
0.

2

57
.5

 m
in

58
.9

±
0.

2
71

 m
in

M22×1.5

Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.
The perpendicularity of the valve bore related to reference A is 0.025. 
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Series VH Cartridge Cavities                                                         (	Dimensions	in	mm	)		
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Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.
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19Series VH Cartridge Cavities

Series VH Cartridge Cavities                                                         (	Dimensions	in	mm	)		
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Notes:
The above features ( except for pilot drill and cross drills )
can be machined simultaneously using Hengli form tools.
Consult factory.




